
INSTALLATION
INSTRUCTIONS

WARRANTY & LIMITATION OF LIABILITY
D&D Technologies’ (“D&D”) products are warranted to be free of defects in materials and workmanship to the original purchaser for as long as he/she owns the product. This product will
operate properly, and warranty is valid, only if installed in accordance with the instructions and specifications shown. If a structural defect appears, the original purchaser may return the item,
freight prepaid, together with proof of purchase to D&D or its approved international agents. D&D or its agent will, at their discretion, repair or replace the defective item or part without charge to
the purchaser. THIS WARRANTY SHALL NOT APPLY WHEN the product has been tampered with, when repairs or attempted repairs have been made by unauthorized persons, where the item has
been subjected to misuse, abuse, accident or damage in transit, or where the installer has not followed the instructions set out during installation, operations, or Maintenance Requirements. IN NO
EVENT SHALL THE COMPANY BE LIABLE FOR ANY INCIDENTAL OR CONSEQUENTIAL DAMAGES. No warranty is given other than that set out above. No other express or implied warranties (including
statutory warranties) apply, other than warranties which may not be legally excluded.
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Congratulations on your purchase of D&D Technologies’ Tru-Close® Gate•Stop™.   We are confident that this product will provide
you with a lifetime of quiet gate closure and reduce the damaging effect of gate slamming (see limited Lifetime Warranty below).
Note: The Gate•Stop should NOT be used on gates leading to swimming pools as it may provide a hand- or foothold for a child to
use to gain access to the pool area.

Tools required: Electric or cordless drill with #2 Phillips-head driver, 5/32” (4mm) drill bit (use 10-gauge screws).

Installation procedures:
1. Determine the position of the Gate•Stop™ on your gate.  For optimal performance, mount the Gate•Stop towards the bottom of
the gate. For tall gates, two Gate•Stops may be required. If two are used, mount one at the bottom and the other at the top of the
gate.  Note: Do not mount the Gate•Stop to the fence post as it may present a tripping hazard.

2. Once the correct position has been determined, mark the five holes for drilling.

3. Remove the Gate•Stop™ and pre-drill using the 5/32” (4mm) drill bit.

4. Mount the Gate•Stop™ with the 10-gauge screws using the use the #2 Phillips driver.

5. Your Gate•Stop is now ready for use.  Periodically retighten the screws to ensure a strong hold and reliable operation.
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